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SECRET 8823192 FEB 68 CITE 2955 §:§1

SUBJ USE OF THE UNIVERSAL GRID WITH 115-A PHOTOGRAPHY

l. IT IS REQUESTED THAT| | BE DIRECTED TO INCLUDE THE 25X1
"INSTRUCTIONS FOR THE USE OF THE UNIVERSAL GRID WITH I15-A PHOTO=-
GRAPHY" AS AN INTEGRAL PART OF THE HEAD IDENT OF THE ORIGINAL
NEGATIVE ON EACH ROLL OF PHOTOGRAPHY IN WHICH THE 115-A CAMERA
IS USED AS THE MISSION SENSOR. THE INSTRUCTION SHOULD BE SPLICED
BETWEEN THE HEAD IDENT AND THE FIRST FRAME OF PHOTOGRAPHY ON
EACH ROLL, IT SHOULD BE OF SUFFICIENT LENGTH (15 TO 18 INCHES)
TO PREVENT THE SPLICE BETWEEN THE INSTRUCTION AND THE HEAD IDENT
FROM TOUCHING THE NEGATIVE WHEN THE NEGATIVE IS ROLLED ON THE SPOOL.
THE INSTRUCTION SHOULD BE RIGHT READING WHEN THE INFORMATION
ON THE HEAD IDENT IS RIGHT READING.

2. INSTRUCTIONS WERE FORMATED AN IED AT | 25X1
NEGATIVES AND POSITIVES WERE SENT TO FOR REPRODUCTIONS. 25X1
IS FORWARDING A SUPPLY TO THE INSTRUCTIONS READ AS 225X1

FOLLOWS:

PLACE THE FILM WITH THE TITLING READABLE; THE CLOCKS, GEO-
GRAPHIC DATA AND SPEED INDICATOR MUST BE UPRIGHT AND READABLE.
ALIGN X-0 AT THE LOWER LEFT CORNER OF THE FORMAT. ALIGN Y-0
ALONG THE BOTTOM EDGE OF THE FILM, NOT THE FORMAT. THE DATA BLOCK
IS TO THE RIGHT ON ODD NUMBERED FRAMES (FWD CAMERA). THE DATA
BLOCK IS TO THE LEFT ON EVEN NUMBERED FRAMES (AFT CAMERA).

READ AND REPORT COORDINATES IN THE NORMAL MANNER, TO THE RIGHT
AND UP.

c EXAMPLE: X=35.2/Y-8.4 IS THE APPROXIMATE CENTER OF FORMAT. 5 9
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